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POWER         ON   FAULT

CONTROL & GFPE PANEL

GFPE CONTACTOR PANEL

 

Description
The GFPE control system is a contactor panel 
with built-in 30mA ground fault circuit protection. The panel 
can be activated by a DTC-120, MPS, thermostat, or other 
device supplying dry contacts or 120 VAC.

• NEMA 1 Enclosure (other NEMA ratings available upon  
 request)
• One 2 pole contactor per circuit
• Terminals for field wiring
• Control of 120, 208, 240, or 277 heating systems
• Upon activation each circuit has its own ground fault   
 protection of equipment to 30mA per NEC Article 426 and 427 
• One ground fault module per circuit
• A amber LED trip indicator
• A red LED system on indicator
• A green LED control power indicator
• Dry alarm contacts included
• 120 VAC input included

Available Panels
GFPE-2-N
Enclosure NEMA 1: 16"x16" (40.64 cm x 40.64 cm)
Contains: two 2 pole contactors rated at 30A (resistive)
Controls: 2 circuits at any voltage up to 277VAC
 
GFPE-4-N
Enclosure NEMA 1: 20"x20" (50.8 cm x 50.8 cm)
Contains: four 2 pole contactors rated at 30A (resistive)
Controls: 4 circuits at any voltage up to 277VAC
 
GFPE-8-N
Enclosure NEMA 1: 30"x24" (76.2 cm x 60.96 cm)
Contains: eight 2 pole contactors rated at 30A (resistive)
Controls: 8 circuits at any voltage up to 277VAC

GFPE-12-N
Enclosure NEMA 1: 36"x30" (91.44 cm x 76.2 cm)
Contains: twelve 2 pole contactors rated at 30A (resistive)
Controls: 12 circuits at any voltage up to 277VAC

Note: Does not contain breakers or over current devices.

Other panel combinations of circuits, voltages above 277, 
and currents above 30A can be custom built-to-order (please 
use the custom panel order form)
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