
Residential - Commercial - Industrial

Outdoor Embedded Slab & Stair Snow Melting (Concrete, Asphalt, Pavers) 
with Constant Wattage or Mats.

Indoor Radiant Floor Warming (any type of fl oor)
with Tempzone (Tile) and Environ II (Carpet & Laminate Wood)

To recieve your FREE installation plan & quote, fax or e-mail your plan

2 Corporate Drive  
Long Grove, IL 60047

 Ph. (800) 875-5285  Fax (800) 408-1100
www.WarmlyYours.com

Email: info@warmlyyours.com

top layer of asphalt
(2” to 3” thick)

heater cables placed at 
8” on center  spacing

Typical Heater Cable Layout for 
24” Wide Tire Track Coverage

Cross Section  of Asphalt Slab

base layer of asphalt
(binder coat 2” thick)

crushed rock aggregate 
(6” to 10” thick)

For tile & stone applications For carpet & fl oating fl oor applications

50 Ft Long 
Sloped Drive

Free Design Service  • 24/7 Installation Support  • No Nonsense™ Warranty • (800) 875-5285 • www.WarmlyYours.com



Residential - Commercial - Industrial

Roof, Gutter and Downspout Deicing (any roof type)
with Self-Regulating Cable

Pipe & Tank Heat Tracing for Freeze Protection or Process Heating
with Self-Regulating Cable

Deicing cable in gutter, 
on the asphalt shingle roof, 

and in the downspout

Self-regulating heat tracing 
cable on piping and the tanks 

they feed

Tanks and pipes are then 
insulated after the heat 

tracing cable is attached with 
aluminum adhesive tape

Tank #1 
Batching is usually 

only 1/3 Full

Tank #2 
Batching is usually 

only 1/2 Full
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