
 PT-PWR-KIT 
Power Connection Kit & Accessories

Description
•  The PT-PWR-KIT is designed to be used with  

WarmlyYours (PT-Series) self regulating heating cables.
•  The PT-PWR-KIT is installed at the beginning of a pipe
• The PT-PWR-KIT is a (RATED NEMA 4X/waterproof)

Tools and Materials Needed
• Wire cutter 
• Nose pliers 
• Screwdriver  
• Tie wrap 
• Glass cloth tape

Approvals 
Ordinary non-hazardous
Class I, Div.2, Groups A, B, C, D[2], Class II, Div. 2, Groups E, 
F, G[2], Class III[2]

Hazardous Locations
Class I, Div. 2, Groups A, B, C, D; Class II, Div. 2, Groups E, F, 
G; Class III; T-coded (TS or T6) 

Kit includes:
Item Quantity Description 

A 1 Power Termination Box

B 1 Standoff Bracket Assembly

C 1 Power Port

D 1 Cable Port

E 6 Warning Labels

Technical Information:
Operating 
Temperatures

-40°C to +50°C
(-40°F to +212°F)

Approx Volume 635cm3

Material Glass reinforced Polyester,
Fire Retardant

Special Feature The enclosure has a uniquely 
designed hinged cover that 
allows the unit to remain ‘as 
one’ during installation.

PRO-Tect Pipe Freeze Protection 
Self-Regulating Heating Cable 

Power Connection Kit (PT-PWR-KIT) 

Warning Label
6 pcs

Standoff Bracket 
Assembly

Cable Port
Power port

 Installation Support  • (800) 875-5285 • www.WarmlyYours.com
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