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PT-SPLICE-T
T-Splice Kit

Description

« The PT-SPLICE-T is designed to be used with
WarmlyYours (PT-Series) self regulating
heating cables.

« The PT-SPLICE-T is installed on the pipe
under the insulation.

« The PT-SPLICE-T is (RATED NEMA 4X/waterproof)

« Any branch that is 10’ or shorter gets
looped, anything longer than 10’ requires
the PT-SPLICE-T

Tools and Materials Needed

- Wire cutter

- Nose pliers

- Screwdriver

- Tie wrap

- Glass cloth tape

Approvals C@;s
Ordinary non-hazardous
Class I, Div.2, Groups A, B, C, D[2], Class Il, Div. 2,
Groups E, F, G[2], Class IlI[2]
Hazardous Locations
Class |, Div. 2, Groups A, B, C, D; Class I, Div. 2,
Groups E, F, G; Class lIl; T-coded (TS or T6)

Kit includes:

Item Quantity | Description

A 1 Main box

B 3 Pressure End Seal

C 3 Red Grommets

D 2 Gaskets for Main Box
E 2 Cover for Main Box

PRO-Tect Pipe Freeze Protection
Self-Regulating Heating Cable
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CSA C22.2 NO.130-03
ANSI/IEEE Std.515-2011
ANSI/IEEE Std.515.1-2012
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